
Bid Details

Bid End Date/Time 23-06-2022 16:00:00

Bid Opening Date/Time 23-06-2022 16:30:00

Bid Offer Validity (From End Date) 80 (Days)

Ministry/State Name Pmo

Department Name Department Of Atomic Energy

Organisation Name Uranium Corporation Of India Limited

Office Name Jaduguda

Total Quantity 10080

Item Category Anti Wear Hydraulic Oil As Per Is: 11656-IS: 11656 (Q2)

MSE Exemption for Years of Experience and
Turnover No

Startup Exemption for Years of Experience
and Turnover No

Bid to RA enabled No

Time allowed for Technical Clarifications
during technical evaluation 2 Days

Evaluation Method Total value wise evaluation

 

Bid Number: GEM/2022/B/2239020
Dated: 13-06-2022

Bid Document

EMD Detail

Required No

ePBG Detail

Required No

Splitting

Splitting Applied Yes

Maximum No. Of Bidders Amongst Which Order
May Be Split 2

MII Purchase Preference

1 / 6



MII Purchase Preference Yes

MSE Purchase Preference

MSE Purchase Preference Yes

1. Preference to Make In India products (For bids < 200 Crore):Preference shall be given to Class 1 local supplier
as defined in public procurement (Preference to Make in India), Order 2017 as amended from time to time and its
subsequent Orders/Notifications issued by concerned Nodal Ministry for specific Goods/Products. The minimum
local content to qualify as a Class 1 local supplier is denoted in the bid document. If the bidder wants to avail the
Purchase preference, the bidder must upload a certificate from the OEM regarding the percentage of the local
content and the details of locations at which the local value addition is made along with their bid, failing which
no purchase preference shall be granted. In case the bid value is more than Rs 10 Crore, the declaration relating
to percentage of local content shall be certified by the statutory auditor or cost auditor, if the OEM is a company
and by a practicing cost accountant or a chartered accountant for OEMs other than companies as per the Public
Procurement (preference to Make-in -India) order 2017 dated 04.06.2020. Only Class-I and Class-II Local suppliers
as per MII order dated 4.6.2020 will be eligible to bid. Non - Local suppliers as per MII order dated 04.06.2020 are
not eligible to participate. However, eligible micro and small enterprises will be allowed to participate .In case
Buyer has selected Purchase preference to Micro and Small Enterprises clause in the bid, the same will get
precedence over this clause. 
2. Purchase preference to Micro and Small Enterprises (MSEs): Purchase preference will be given to MSEs as
defined in Public Procurement Policy for Micro and Small Enterprises (MSEs) Order, 2012 dated 23.03.2012 issued
by Ministry of Micro, Small and Medium Enterprises and its subsequent Orders/Notifications issued by concerned
Ministry. If the bidder wants to avail the Purchase preference, the bidder must be the manufacturer of the offered
product in case of bid for supply of goods. Traders are excluded from the purview of Public Procurement Policy for
Micro and Small Enterprises. In respect of bid for Services, the bidder must be the Service provider of the offered
Service. Relevant documentary evidence in this regard shall be uploaded along with the bid in respect of the
offered product or service. If L-1 is not an MSE and MSE Seller (s) has/have quoted price within L-1+ 15%
(Selected by Buyer)of margin of purchase preference /price band defined in relevant policy, such Seller shall be
given opportunity to match L-1 price and contract will be awarded for 25%(selected by Buyer) percentage of
total QUANTITY. 

Anti Wear Hydraulic Oil As Per Is: 11656-IS: 11656 ( 10080 liter ) 

(Minimum 50% and 20% Local Content required for qualifying as Class 1 and Class 2 Local Supplier
respectively)

Brand Type Registered Brand

Technical Specifications

* As per GeM Category Specification

Specification Specification Name Bid Requirement (Allowed Values)

REQUIREMENTS FOR
ANTI WIRE
HYDRAULIC OIL

Kinematic viscosity at 40°C,
cSt

(43-48) for TH-46 grade

Viscosity index, Min 130 for TH-46 grade

Pour point,°C, Max Minus 24 for TH-46 grade

Flash point( COC ),°C, Min 200 for TH-46 grade

Neutralization number, mg
KOH/g of oil, Max

1.5 (for TH 46, 100 grade)

Rust preventing characteristics Shall pass the test B after 24 h
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Copper strip corrosion for 3
hours at 100°C

Not worse than 1

Emulsion characteristics, Max 40-37-3 (20) for TH 46 grade

Air release value, minutes to 0
point 2 percent volume air
content at 50°C, Max

7 (for VG 32, TH46, 100 grade)

Oxidation test for 1000 hours:
Neutralization number of oil,
mg KOH/g, Max

NA (for TH-46, 100 grade)

Oxidation test for 1000 hours:
Total sludge in oil and water
layer plus those adhering to the
catalyst coils or test tube
mg,Max

NA (for TH-46, 100 grade)

Oxidation test for 1000 hours:
Metal in combined oil, water
and sludge Copper, mg, Max

NA (for TH-46, 100 grade)

Oxidation test for 1000 hours:
Metal in combined oil, water
and sludge: Iron, mg, Max

NA (for TH-46, 100 grade)

Hydrolvtic stability : Copper
specimen mass loss, mg/cm

NA (for TH-46, 100 grade)

Hydrolytic stability : Acidity of
water layer, mg KOH,Max

NA (for TH-46, 100 grade)

Four ball wear test at 20 kg
load;Wear scar diameter,
mm,Max

NA (for TH-46, 100 grade)

Pump wear test ( Vickers 104C,
250 hours test );Total mass
loss to rings and vanes;
mg,Max

NA (for TH-46, 100 grade)

FZG-Niemann EP test, pass
load stage, Min

8th (for TH-46, 100 grade)

Thermal stability test at 135°C
for 168 hours: Viscosity
increase, percent, Max

NA (for TH-46, 100 grade)

Thermal stability test at 135°C
for 168 hours: Sludge mg/100
ml, Max

NA (for TH-46, 100 grade)

Thermal stability test at 135°C
for 168 hours: Copper rod
mass, loss, mg/200 m, Max

NA (for TH-46, 100 grade)

Thermal stability test at 135°C
for 168 hours: Copper rod
rating, Max

NA (for TH-46, 100 grade)

Filtration time seconds: With 2
percent water, Max

NA (for TH-46, 100 grade)

Specification Specification Name Bid Requirement (Allowed Values)
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Seal compatibility test: Volume
change,percent, Max

±4

Seal compatibility test: Change
in shore hardness, Max

(1 to +4)

Grade Grade of Anti Wire
Hydraulic Oil

TH-46

Packing , Marking
and Labelling

The material shall be packed in
metal containers or in any
other suitable containers as
agreed to between the
purchaser and the supplier

MS Barrels

Packing size (Liters) 210

Certification Conformity to specification Generally conforming to Is : 11656 (latest)

Whether ISI Marked NO

RDSO Approval NA

RDSO approval certificate to be
submitted to the buyer on
demand

NA

Test Report Details Availability of Test Report from
Central Govt/ State
Govt/NABL/ILAC accredited lab
(hint: Must be declared)

YES

Test Report to be furnished to
the Buyer on demand (Must be
declared, write NA if Test
Report is not available)

YES

Specification Specification Name Bid Requirement (Allowed Values)

Consignees/Reporting Officer and Quantity

S.No. Consignee/Reporti
ng Officer Address Quantity Delivery Days

1 Sunfriday
Kharlyngdoh

832107,UCIL NARWAPAHAR
STORE AT/PO-NARWAPAHAR
MINES URANIUM CORPORATION
OF INDIA LTD Dist : East
Singhbhum, Jharkhand-832107
Ph no : 8986614690

10080 30

Buyer Added Bid Specific Terms and Conditions
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1. Generic

OPTION CLAUSE: The Purchaser reserves the right to increase or decrease the quantity to be ordered up
to 25 percent of bid quantity at the time of placement of contract. The purchaser also reserves the right to
increase the ordered quantity by up to 25% of the contracted  quantity during the currency of the
contract at the contracted rates. Bidders are bound to accept the orders accordingly.

2. Scope of Supply

Scope of supply (Bid price to include all cost components) : Only supply of Goods

3. Generic

Bidders are advised to check applicable GST on their own before quoting. Buyer will not take any
responsibility in this regards. GST reimbursement will be as per actuals or as per applicable rates
(whichever is lower), subject to the maximum of quoted GST %.

4. Generic

Buyer Organization specific Integrity Pact shall have to be complied by all bidders. Bidders shall have to
upload scanned copy of signed integrity pact as per Buyer organizations policy along with bid. Click here
to view the file

5. Inspection

Nominated Inspection Agency: On behalf of the Buyer organization, any one of the following
Inspection Agency would be conducting inspection of stores before acceptance:
Pre-dispatch Inspection at Seller Premises (applicable only if pre-dispatch inspection clause has been
selected in ATC): Not required.
Post Receipt Inspection at consignee site before acceptance of stores: Carried out by concerned user at
our Stores / Site and it will be final and binding for supplier. 

6. Buyer Added Bid Specific ATC

Buyer Added text based ATC clauses

PRE-QUALIFICATION CRITERIA: 

1) Bidder should be lubricant manufacturer i.e. M/s IOCL, M/s HPCL, M/s BPCL only. 

2) Bidder shall confirm that they have offered the items as per specification or their respective grade as
mentioned in tender. 

Splitting of Tender quantity:
70 % of total tendered quantity will be ordered on L1 party & balance 30 % will
be ordered to L2 party subject to matching with L1 rate on landed cost basis. In
case L2 party fails to match L1 rate for balance 30 % quantity also order will be
awarded to L1 party. However GeM rule for splitting will be applicable.
.

Disclaimer
The additional terms and conditions have been incorporated by the Buyer after approval of the Competent
Authority in Buyer Organization. Buyer organization is solely responsible for the impact of these clauses on the
bidding process, its outcome, and consequences thereof including any eccentricity/restriction arising in the
bidding process due to these ATCs and due to modification of technical specifications and/or terms and
conditions governing the bid. Any clause incorporated by the Buyer such as demanding Tender Sample,
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incorporating any clause against the MSME policy and Preference to make in India Policy, mandating any Brand
names or Foreign Certification, changing the default time period for Acceptance of material or payment timeline
governed by OM of Department of Expenditure shall be null and void and would not be considered part of bid.
Further any reference of conditions published on any external site or reference to external documents/clauses
shall also be null and void. If any seller has any objection/grievance against these additional clauses or
otherwise on any aspect of this bid, they can raise their representation against the same by using the
Representation window provided in the bid details field in Seller dashboard after logging in as a seller within 4
days of bid publication on GeM. Buyer is duty bound to reply to all such representations and would not be
allowed to open bids if he fails to reply to such representations. Also, GeM does not permit collection of Tender
fee / Auction fee in case of Bids / Forward Auction as the case may be. Any stipulation by the Buyer seeking
payment of Tender Fee / Auction fee through ATC clauses would be treated as null and void.

This Bid is also governed by the General Terms and Conditions

In terms of GeM GTC clause 26 regarding Restrictions on procurement from a bidder of a country which shares a land border with India, any bidder from a country which
shares a land border with India will be eligible to bid in this tender only if the bidder is registered with the Competent Authority. While participating in bid, Bidder has to
undertake compliance of this and any false declaration and non-compliance of this would be a ground for immediate termination of the contract and further legal action
in accordance with the laws.

---Thank You---
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