
Annexure- 1

Cast steel non rising stem, hand wheel operated nexiote wedge bctlY
guided GATE VALVE as per API 600. The closing direction is to be right,
the wedges have accurate guide slots assuring to alignment and
providing full guidance during operation.

Detail technical specification is as under.

MOC

Body, bonut - cast steetfA 5 T M A 216 Gr. WeB
Stem - A 479 - 410 Gr2
S~at ring - A 216 - Web ··ST6
Wedge Ring - A STM A~~~~eGr+ ST6
BaQk Seat - A 276 - 4'10 H';:'.'dened
Sand packing - Graphite
Gland bush - A, 276 - "~,,10
Hand wheel - 5G Iron i C~I
Gland design - Two pi9C.t~~~elf aligning
stem Is burnished stem no;:.macruned
FuUbore )~
,Seat ring are sefltwelded f;~the bOdy and are made ot carbon st~.''lt
Witb hard faced seat surtac~. ,
~~~he3eCitfaces on the WE;' :,~~~:,Zj;~!'"~ t:,,:::~,,;';~;:~J\';;..IQlngon 13 or .: ,:~~:,-~-"
st,inless steel.
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SPL Feature

Valve rating ANSI Cla$~ -# 150
Face to Face distanoe • A!'-1SJ B 16.10
Face drilling' - As per ANS; B 16.5
T~tin'g Std. - As per API 598
Valve design - As per API' 600
Gland packing is of die m,C'l!td$d graphite ring. _,,
The gate valve are prov!d~('~· tfth a back seat bushmg ill the iJt.:;:~::.;'., '.
enabling the replacement' of stem paoking when valve Is in the IN;de
open position. ,
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