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Annexuie-i

Cast steel non rising stem, hand wheel operated tiexibie wedge bcay

guided GATE VALVE as per APl 600. The closing direction is tc be right,

the wedges have accurate guide siots assuring to alignment and -
providing full guidance during operation.

Detall technical specification is as under.

Body, bonut —caststee, ASTM A 216 Gr. WCs
Stem —A479-410Gr 2
Seatring - A 216 -WCEL --ST6
Wedge Ring - A STM A€ Gr + ST6
Back Seat - A 276 - 410 H: 'dened EEARIE *
Gland packing - Graphite
Giand bush - A 276 - 110
Hand wheel - SG Iron/ C§ ©
Gland design - Two piecs2 self aligning iy ™
Stem is burnished stem no:i machined ey

- Fullbore ~ So.0

~ Seat ring are sent welded the body am are made of carbon & \i
with hard faced seat SUffaGe& :
“ihe seat faces on the wei. o5 200 faase ‘;;:;—w.,'lding DN IBOr iig s o
stainless steel. : - : '

SPL Featuré

Valve rating ANSI Class # 150

Face to Face distance - ANSI B 16.10

Face drilling - As per ANSi B 16.5

Testing Std. - As per APl 598

Valve design - As per APl 600

- Gland packing is of die mzs x!ded graphits ring

The gate valve are proviian jith a back seat bushing in tne Lo iy

enabling the replacement of stem packing when valve is in the w de
open position.



