ANNEXURE-1

Sub: Requirement for Cloth wash (4P-11A/B), Dirty Wash(4P-12A/B), Neutral Filtrate (4P-6A/D), Sump Agitator Pumps & Motors

SL Material code Material Description Unit Stock | Dues | Consumption | Item | Quantity
No. code in rate cat | required
hand

1 300021 021%§ V-Groove Pulley SPA 160 X2G along with
machined Taper lock bush TLB 2012 TB 48 01 08
(for Neutral Filtrate pump Motor)

2 300 021 021 Lféé V- Groove pulley SPA 132X 2G along with
machined tapper lock bush TLB 1610 TB 42 01 08
(for Neutral Filtrate pump)

3 [300021021 £ | V-Groove Pulley SPB 315 X3G along with
machined Taper lock bush TLB 2517 TB 48 01 04
(for Cloth wash pump Motor)

4 300021 021 (4:63 V- Groove pulley SPB 224X 3G along with

machined tapper lock bush TLB 2517 TB 42 01 04
(for Cloth wash pump)

5 300021 021 (_[6? V-Groove Pulley SPA 150 X4G along with
machined Taper lock bush TLB 2517 TB 42 01 04

(for Dirty wash pump Motor)

6 300021 021 qu-() V- Groove pulley SPA 106X 4G along with
machined tapper lock bush TLB 1615 TB 42 01 04
(for Dirty wash pump)

7 300021021 Ll;:H V-Groove Pulley SPA 315 X2G along with

machined Taper lock bush TLB 1610 TB 30 01 10
(for Sump Agitator)

8 300 021 021 C(’:FL V- Groove pulley SPA 132X 2G along with
machined tapper lock bush TLB 1610 TB 38 01 10

(for Sump Agitator Motor)

Make : FENNER only
Please note that: 1. Pulley must be machined suitable to respective given tapper lock bush.
2. Tapper lock bush must machined to the given shaft size
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