Anchor Load Cell-Speciflcations — 50 t capacity

Sensor element

Vibrating wire sensor

Safe overload 150% FSR
Resolution 0.025% FSR
Accuracy *+0.1% FSR
Nonlinearity +0.5% FSR
Coefficient of linear expansion | 10.8 X 10~ 8/
Operating temp. -30~80°C
Buill-In letnp, device Thernmlstor (3k¢2)
Temp. device range -30~105C
Temp. device accuracy | =0.5C

Sensor element

Standard : 3 VW strain gage(individual reading)

Waterproof

105m H:0

Material of cell

SCM series steel

Sealing materials

High grade silicone potting

Signal Cable : Shielded PVC sheath cable

Piezometers-Specifications

Sensor element Vibrating wire sensor

Renge 35-Tlkgor o ST s
Water head | 35~700m H0 35~70mH,0| 0~20m H0
Resolution [ 0025%FSR '

Accuracy +0,1% FSR

Nonlinearity ] 05%FSR

Over range capacily 150% FSR

Thermal zero shift Less than 0.05% FSRIC

Operating temperature 1 -30~80C

Buili-in temperature device | Thermistor (3kQ)

Temperalure device range | ~30~105C

Temperature device accuracy ; £0.5T

Waterproof 10600m H.0

Materials Stainless steel, high grade epoxy resin pofting

Filter

Standard ; 50 micron sintered stainless filier / air transit pressure ; about 5.6kglef
Optional : 1 micron / 100 micron ceramic filter '

Buillsin lightning protecfion | Gas tube arrester (frequency cutput fines)

Signal Cable:

Armered Fibre reinforced PU sheath cable



81, No.

Description

VW Borehole Stress Meter — Hard Rock Type

{ Model: 1338 EX)

Specifications:

Borehole Diameter: 37 to 39 mm ;

Sensor Element: VW Type

Range: Compression 700 kg/cm? (70 MPa),
Sensitivity / Resolution: (14-70 kPa)

Built in temperature device: Standard thermistor (3KQ2)
Maximum borehole depth:30m

Waterproof:105m h2o

Material: Stainless steel ;

Along with shielded cable of 30 m length with each stress cell

V W Data Recorder - Specifications

Applied sensor Vibrating wire sensor

Frequency range 450~6,000Hz

Displayed units

Hz, 10°Hz?, usec, C, xe0.391 1
1£0.7756, 1£3.304, 4e4.062,

Resolution | 0.01% FSR(0.1Hz)

Accuracy . TT0.02% FSR(OA)
Operating temperature | -20~50°C e

Communication port | R8-232 port .

Temperature sensor Thermsstor(BkQ) RTD(ZKQ)

- Temperature resolution | 0.1°C

Display ] 256X128 graphzc LCD

Keyboard - | Membrane key & 6 function keys pad

Data capacity

2,000 data points distributed in
‘maximum of 127 data sets.

Power - | 4, SVDCIrechargeable Ni-MH battery
‘Batterylife =~ . |30 hours :

Dimensions ~ = 234x197x114mm

‘Weight - - ]11.5kg

Material of case =~ | ABS plastic case

| @ Jumpercable -

Accessories -~ | (@ Rechargeable adaptor

| @ RS-232 cable
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Borehole Extensometer
(Potentioretric Type):
Specifications

« Sensor Type: Potentiometer

« Sensor Range: 100 mm

« Resolution: 0.01mm

« Accuracy:+0.1% F.S.

« Temperature Range: -20 to g0’c
« Cable: 4-wire, shielded,
polyurethane jacket.
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