DOT MATRIX PRINTER
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24-PIN WIDE CARRIAGE, LQ-2190(Epson)

Specification:

Printer Technology
Printing Method

Number of Pins in Head
Print Direction
Control Code

Printer Speed
High Speed Draft

Draft

Draft Condensed

Letter Quality

Letter Quality Condensed

Print Characteristics
Character Table

Printable Columns
Pitch

Paper Handling
Paper Path

Printer Driver / Utility

Operating System Microsoft®

Utility

Ribbon Cartridge
Standard

Ribbon Life

Electrical Specification

Rated Voltage

What is in the Box

: Impact dot matrix

: 24 pins

: Bi-direction with logic seeking

: ESC/P2 and IBM PPDS emulation

110/ 12 cpi 480 / 576 cps
:10/ 12/ 15 cpi 360 /432 /540 cps
117 / 20 cpi 308 / 360 cps
:10/12 /15 cpi 120/ 144 / 180 cps
:17 / 20 cpi 205 / 240 cps

: 14 international character sets and one legal character sets. 1 Italic and
12 graphical character

tables: Italic table, PC437 (US Standard Europe), PC850 (Multilingual),
PC860 (Portuguese), PC861 (Icelandic), PC863 (Canadian-French), PC865
(Nordic), BRASCII, Abicomp, Roman 8, ISO Latin 1, PC 858, ISO 8859-15

:10/12/15/17/ 20 cpi 136 /163 /204 / 233 / 272 cpl

: Manual Insertion (Front or rear in, top out),
Push Tractor (Front or rear in, top out),
Pull Tractor (Front or rear or bottom in, top out)

: Windows® 2000 / XP / Vista / 7 / 8 / 10 or higher
: (Windows® 2000 / XP / Vista / 7 / 8 / 10 or higher)
Epson Printer Setting (Windows® 2000 / XP / Vista / 7 / 8 / 10 higher)

: Fabric Ribbon Cartridge (Black)
: Approx. 15 million Characters*1

:AC220-240V
: Main Unit, Setup guide, User Manual (CD),Driver and Utilities(CD),
Software(CD), Warranty Document, Power Cable, Ribbon
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